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1 O6Go3Ha4eHve Cm.n.3 [ina 3anonHeHus
Tag No. See S.3 MpoussoauTenem.
HasHaueHne Cm.n.3 To be filled in by
Service See S.3 Manufacturer
No cxembl Tpy6HOI
06Bs3kM 1 KA 10-95J-2016
P&ID number
3| PyHKuUMA 3anucb D MHaukaums HTpOﬂb Denoﬁ YUK
Function Record Indicate Control Blind Transmit
Mpoyee BctpoenHbivi XKK-uHavkatop
OBLLEE Other Built-in LCD indicator
4]Kopnyc CraHp.uar. HOM.paamep LiseT: CtaHa.uar. pyr017|
GENERAL Case MFR STD Nom Size Color: MFR STD Other
5]MoHTax Ytonn. HasecHow |:||a KPOHLUTENHe qee:
Mounting Flush Surface Yoke Other
6]Knacc o6onouku O6L.HasHaYeHus Mbine-snarosaty. IP65 i3pbiBOGE30NAC. c B-1r , EExd IIC T4
Enclosure Class General Purpose Weather proof Explosion proof Class
[ns nckpoGesonacHon cUcTEMbI Mpouee:
For Use in Intrinsically Safe System Other:
7|Nvtanve 117B 60 'y I:l [pyroit: nepemeH. I'IOCTOF!H.. 24 BonbT KoHTyp.anekTponuT.
DATUMK Power Supply 117V 60 Hz Other AC DC Volts Loop powered
XMTR 8jdaTuuk. Beixoa 4-20 mA+HART |Z| 10-50mA  [] Mpouee:
Transmitter. Output [ina pecuBepa,cM.INCT cneumdmKaLmii Other:
For Receiver See Spec. Sheet
9[HasHaueHve W3bbiT.aaBn. [ x |Bakyym ] AGcontoTH. [bcrasHoe (]
Service Gage Press. Vacuum Absolute Compound
10| Tun anemenTa leaq)parM BuHtosoii || Bypaow [hnbdpon ouee
Element Type Diaphragm Helix Bourdon Bellows Other
11]Matepuan Hepx.ctanb Menp |:| Mpoyee
Material SS Ber. Copper Other
ONEMEHT 12)Anana3oH Ddukeup. D Perynup.anan. (kPa): Cm. nuct 3
Range Fixed Adj. range See Size 3
3almra oT npesbllUeHNs AnanasoHa
ELEMENT .
Overrange Protection to
13]Pa6oyas cpena Naen. cpeabl: Cm. nuct 3
Process Data Process press: See Size 3
14 TexHon.coeanHeHve 1/4" |:| 1/2" |:| Mpouee: BbIHOCHasi MeMOpaHa ¢ Kanunnspom 3 M
Process Connection 1/4 in. NPT-F 1/2in NPT -F Other: remote membrane with 3m capillary
15 BeHTUNbHbIN 6rok B komnnekte Twn
Valve assembly Package O Type
BeHT. Brok 16] Mpwucoen. k paTunky
Valve assembly Transmit. Connection
17] MMpwucoepa. k npoueccy
Process Connection
18]BapwuaHtsl PuneTp/Per. El Bx.aaTumk O Bbix.aatumk [varpamma
Options Fit-Reg. Sup. Gage Output Gage Charts
BAPUAHTbI [Ivacbp.ynnor. Twn RF [vacp. 1 mem6. Paspa.cocyn
Diaph Seal Type Diaph 1 memb. Bot Bowl
OPTIONS Coea. RF 11/2" Kannunsp: OnuHa 3m Martepuan: Hepx. Ctanb
Conn. ANSI 400 Capillary:  Length 3m Mtl:
MpoMbIBOYHOE KOIbLIO, yCTaHaBNMBaEMoe Mexay yCTaHOBOYHbIMM riaHuamm - TpebyeTcs
Washing ring to be installed between mounting flanges-required
Konnyectso NPOMLIBOYHbLIX COeAVHEHUI (pa3mep): 2 (1/4"NPT)
Number of washing connections (size)
B komnnekre:
1. WronbyaThlii (LLapoBbIif) knanaH ¢ BHyTPeHHUMU peabbamu 1/4"NPT - 2wrT.
2. Hunnenb ¢ pe3bbolt 060Mx koHUoB 1/4"NPT-2wrT.
3. Barnywka ¢ BHelwHei peabboit 1/4"NPT-2wT.
4. InanekTpuyeckune NPoKNaakn Ana MOHTaxa NPOMbIBOYHOrO KonbLa (2wT. ¢ yyetom 3UMM), wnunbku n
raiiku U3 Hep)xaBeloLLieil CTanm ¢ AVANeKTPUYECKUMM Wanbamm v BTynkamu no KONWYecTBy WNUNeK Ans
MOHTaXa MeMBpaHbl 1 NPOMbLIBOYHOTO KOMbLia Ha TEXHOMOrMYeCckuii chnaHed,.
MaTepwvan npoknaaok onpeaenset MocTaBLwmk npubopa, UCXoas U3 3HA4EHU TEXHOMOTNYECKUX
napameTpoB npoLecca 1 oKpyxaroLuei cpeabl.
In package:
1. Needle (ball) valve with female threads 1/4"NPT - 1pcs.
2. Nipple threaded both ends 1/4"NPT - 1pcs.
3. Plug screwed with male threads 1/4"NPT - 2pcs.
4. Dielectric gaskets for flushing ring (2pcs.. spare parts included), stainless steel studs
and nuts with dielectric washers and bushing in amount of studs for diaphragm and flushing
ring mounting on process flange. Dielectric washing ring shall be supplied in package with
gasket. Gasket material depending on process and shall be specified by Vendor
environment characteristics.
19jU3r-nb n No mogenu
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Pen. OBosHavereny [nana3oH kanubpoBsku HasHaueHnve MpumeyaHus
Rev. TageNo Calibration range Service Notes
[asneHve B Tpy6onposoae
1 PIT-0003 0 - 10000 KMa (kPa) (oT60p B Konoaue K-1 KY 0737 (go XV-0001)) 1wr
Pipeline pressure 1pc
(well K-1 pressure tap VS 0737 (upstream XV-0001))
[asneHve B Tpy6onposoae
(oT6op AasneHus B konoaue K-3 KY 0737 1wt
1 PIT-0004 0 - 10000 kMa (kPa) (nocne XV-0001)) 10c
Pipeline pressure P
(well K-3 pressure tap VS 0737 (downstream XV-0001))

[ns 3anonHexus

Mpumeyaxus:
I'Ipomaonwrenem.
1. |CreneHb 3awumThl Kopnyca - He meHee IP 65.
2 MpuGop nocTaBnaeTCs B KOMNMEKTE C YNNOTHUTENBHLIM CallbHUKOBbLIMW BBOAOM B3PbIBO3ALLMLLEHHOTO UCMONHEHWS ANsi GPOHMPOBaHHOIO
* |kabens (guameTp BHelwHel o6onoyku kabensa 16,1...19.7 mm., 12,3...15,1 MM guameTp nog GpoHeit).

3. |TemnepaTypa okpyxatoLiei cpegbl oT MuHyc 45° no nmtoc 70° C
4, |Knumatuueckoe ucnonHeHve - He meHee YXJ11.
5. |KpoHwTenH ans ycraHosku npubopa Ha cTolky 13 C-06pa3Horo npocuns NocTaBnseTcs B KOMMIEKTe ¢ npubopom.

3 B KOMNMEKT NOCTaBKW AOMKHO ObIThb TaKXe BKIOYEHO:

é - CepTuchukat 06 yTBEPXKAEHWUM TUNA CPEACTB U3MEPEHUI, BbiAaHHbLIN PefepanbHblM areHTCTBOM Mo

c 6. [TexHuyeckomy perynupoBaHuiO 1 METPOMOrMM C OMCaHUeM TUMa CPEACTBA U3MEPEHUS;

- CBMAETENLCTBO O NEPBUYHOM NOBEPKE;
- Ceptudumkar o coorsetcteum TP TC 012/2011.

CW pomkHbI MMETb 0AHO3HAYHYI0 UAEHTUDUKALMIO, KOTOPasi MOXET 06ecneunBaTbCs HanM4Mem 3aBOACKOro, CEPUIMHOTO HoMepa
WNn apyroro UM poBYKBEHHOrO 0603HAYEHMS HA KOPMyce CPeaCcTBa U3MepPeHWil.

£ B komnnekt CY fomkHbl BXOAUTL CBUAETENBCTBO O NEPBUYHON MeTponorudeckon nosepke CU,
cepTudukat 06 yreepxaeHun tTuna CU, nacnopt CU, pykoBoacTBo no akcnnyatauun CU.
Notes: To be filled in by
Manufacturer
1. |Enclosure protection degree - minimum IP 65.
2 Instrument to be supplied in package with explosion-proof gland for armoured cable , (cable OD 16,1...19.7 mm., 12,3...15,1 mm diameter
* |under the armour).
3. |Ambient temperature from minus 21 ° to plus 41 °C
4, |Climatic version - minimum YXJ11
5 5. |Bracket for instrument installation to the rack of C-profile shall be supplied in package with instrument.
£ Scope of supply shall also include:
© 6. |- Gauge type approval certificate issued by the Federal Agency of Technical Control and Metrology, with gauge descriptio;
- Certificate of Primary Calibration;
- Certificate of Conformance, in accordance with TR TS 012/2011.
Measuring instruments (MI) shall have precise identification, which may include manufacturing, serial number
7. |or other letter-digital simbols on MI body. Ml set shall include certificate of MI primary metrological calibration,
certificate of Ml type approval, M| data sheet and MI operating manual.
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