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1        ОБЩИЕ ДАННЫЕ 

1.1. Заказчик АО «КТК-Р» Предложение участника 
тендера 

1.2 Назначение Для установки наружной 
поворотной видеокамеры, 
громкоговорителя, инфра-

красного прожектора и 
датчика освещенности 

  

2        характеристики 

2.1.   Общее описание изделия Изделие (мачта) должно 
представлять собой свар-

ную конструкцию из опоры 
и лестницы. Опору изгото-

вить из трубы 203×6 по 
ГОСТ 8732–78, фланцев, 

трубы 60×4 по ГОСТ 
10704–91. В опоре преду-

смотреть окна для про-
кладки кабелей внутри. 
Лестницу изготовить из 

профиля 50×25×1,5 и кре-
пить к опоре с помощью 

хомутов. Первую ступень 
лестницы выполнить на 

отметке не выше +0,4 (см. 
рис. 1). Предусмотреть 
болтовые соединения 

М6х20 для подключения 
проводников заземления от 
оборудования, устанавли-
ваемого на мачте (видео-

камера, громкоговоритель, 
прожектор, датчик осве-

щенности, коммутационная 
коробка). Общий вид мач-
ты показан на рисунке 1. 

  

2.2.   Покрытие Покрытие изделия – цин-
ковое (выполнить методом 
горячего цинкования) с по-

следующим нанесением 
порошковой полимерной 

краски (цвет – серый) 
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2.3.   Интенсивность 
землетрясения по MSK-64 

9 баллов   

2.4.   Климатическая характе-
ристика в месте установки 

мачты 

- по весу снегового покрова 
– II снеговой район 

(Sg=1,0 кПа); 
- по нормативному значе-
нию ветрового давления – 

особый ветровой район 
(W0=1,0 кПа); 

- по толщине стенки голо-
лёда – V гололедный район 

(b не менее 20 мм). 
  

  
  
  
  

2.5.   Вид климатического ис-
полнения изделия по ГОСТ 

15150–69 

УХЛ1   

2.6.   Диапазон рабочих тем-
ператур 

от - 25 °С до + 45 °С   

2.7.   Масса, не более 350 кг � 

2.8.   Срок службы, не менее 15 лет   

2.9.   Наличие инструкции по 
монтажу и эксплуатации 

Да   
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Рисунок 1. Общий вид мачты 
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                             1        GENERAL INFORMATION 

1.1. Customer CPC-R JSC   

1.2 Appointment For installing the outdoor 
rotary camera, loud speaker, 
searchlight with infrared filter 
and light sensor 

  

                                       2        characteristics 
2.1.   General description of the 
product 

The product (mast) must 
be represented as a welded struc-
ture of the support and stairs. 
The mast is to be made of a pipe 
203 × 6 according to GOST 
8732–78, flanges, pipes 60 × 4 
according to GOST 10704–91. 
In the mast, it is to be envisaged 
windows for inside cable rout-
ing. The ladder is to be made of 
the profile 50×25×1.5 and to be 
fasten to the support using 
clamps. Perform the first step of 
the ladder at a level of no higher 
than +0.4 (see Fig. 1). It is to 
provide for M6x20 bolted 
searchlight for connecting 
grounding conductors from 
equipment installed on the mast 
(video camera, loud speaker, 
searchlight, light sensor, connec-
tion box). A general view of the 
mast is shown in Figure 1. 

  

2.2.   Coating The product is coated 
with zinc (it is to be performed 
by hot dip galvanized method), 
with the subsequent coating with 
the polymer powder paint (color 
- gray) 

  

2.3.   Earthquake intensity ac-
cording to MSK-64 

9 points   
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2.4.   Climate references in the 
place of the installation of the 
mast 

- according to the ground snow 
load – II snow region 
(Sg=1.0 kPa); 
- according to the standard value 
of wind pressure - a special wind 
region (W0 = 1.0 kPa); 
- according to the ice wall thick-
ness - V ice region (b not less 
than 20 mm). 

  

  
  
  
  

2.5.   Type of the climatic catego-
ry of the product according to 
GOST 15150–69 

NF1   

2.6.   Range of operating 
temperatures 

from - 25 °С to + 45 °С   

2.7.   Weight, not more than 350 kg   

2.8.   Service lifetime, not less 
than 

15 years   

2.9.   Presence of Installation and 
Operating Manuals 

Yes   
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